
Radiator Mounting with Included Angle Brackets  

 

Your Myson radiator is shipped to you complete with mounting brackets. These brackets are suitable for 
mounting your radiator to any suitably stable solid wall. They are also suitable for mounting your 
radiator on any frame construction wall provided the radiator is mounted using proper construction 
practices. 

The radiator brackets should preferably be attached to a framing member using the included lag screws. 
When installing the brackets in new construction or in a remodel where the sheetrock has not yet been 
hung, it is advisable to attach blocking to the framing structure at the proper locations to insure the 
brackets can be attached to the framing/blocking. If the sheetrock or other wallboard is in place it is 
possible to remove it, install the blocking and then patch the sheetrock. 

There are situations where it is not possible to remove the sheetrock or wallboard because of expense, 
uniqueness of the wall or other considerations. One method to insure a stable mounting is to cut a piece 
of ½” plywood smaller than the panel of the radiator but large enough to include the mounting bracket 
lugs welded to the rear panel of the radiator. This plywood can then be screwed to the wall making sure 
it is securely attached to the framing. The radiator can then be mounted on the plywood.  

Caution:  Remember to increase your pipe rough-in dimension from the finished wall to the pipe center 
by the thickness of the applied plywood. 

Wall anchors that are suitable to carry the weight of the radiator and any other intended or unintended 
weight or force are generally available at most local hardware or home centers. This method should be 
used as a last resort and extreme caution should be used to insure the proper application and 
installation of the wall anchors. It is always recommended that the person installing the radiators has an 
adequate knowledge and experience of good construction practices. 

For the correct installation of radiators it is essential that the mounting of the radiator is carried out in 
such a way that it is suitable for its intended use AND predictable misuse. (placing heavy objects on top 
of the radiator, children climbing, adults leaning, etc, etc) A number of elements need to be taken into 
consideration including the method used to secure the radiator to the wall, the type and condition of 
the wall itself, and any additional potential forces or weights that may happen to be applied to the 
radiator prior to completing the installation. IN ALL CASES IT IS STRONGLY RECOMMENDED THAT A 
SUITABLY QUALIFIED PROFESSIONAL INSTALLER OR SIMILAR TRADESPERSON CARRIES OUT THE 
INSTALLATION. 


